SVETSADE GALLER

°
STAL
Maskstorlek Trad Material Lageri 1 veclfas
(c/cmm) (mm) HBG lev-tid
25x 25 2,0 1000 x 2000 Stal 4,00 ° "'4‘!-
25x 25 3,0 1000 x 2000 Stal 9,20 .
25x 25 3,0 1000 x 3000 Stal 13,20 °
25x 25 3,0 1250 x 2500 Stal 13,70 .
25x 25 3,0 1500 x 3000 Stal 19,50 °
30x30 3,0 1000 x 2000 Stal 7,30 .
30x30 3,0 1250 x 2500 Stal 11,60
30x30 3,0 1500 x 3000 Stal 16,60 .
40 x40 3,0 1000 x 2000 Stal 5,40 . \ M
40 x40 3,0 1000 x 3000 Stal 8,20 °
40 x 40 3,0 1250 x 2500 Stal 8,70 .
40 x40 3,0 1500 x 2500 Stal 10,30 °
40 x40 3,0 1500 x 3000 Stal 12,30 .
40 x40 4,0 1000 x 2000 Stal 9,60 °
40 x40 4,0 1250 x 2500 Stal 15,40 .
40 x 40 4,0 1500 x 3000 Stal 22,00 .
40 x 40 4,0 2000 x 3000 Stal 29,20 .
50x 25 3,0 1000 x 2000 Stal 6,60 .
50 x50 3,0 1000 x 2000 Stal 4,50 °
50x 50 3,0 1250 x 2500 Stal 7,00 .
50 x50 3,0 1500 x 2500 Stal 8,25 °
50x 50 3,0 2000 x 3000 Stal 12,70 .
50 x50 4,0 1000 x 2000 Stal 7,90 °
50 x 50 4,0 1250 x 2500 Stal 12,30
50x 50 4,0 1500 x 2500 Stal 14,81 .
50 x 50 4,0 1500 x 3000 Stal 17,80 °
50x 50 4,0 2000 x 3000 Stal 23,60 .
50 x50 5,0 1000 x 2000 Stal 12,30
50x 50 5,0 1250 x 2500 Stal 18,70 .
50 x50 5,0 1500 x 3000 Stal 27,70
50x 50 5,0 2000 x 3000 Stal 36,20 .
50x 50 8,0 1250 x 2500 Stal 48,00 °
75x75 5,0 1250 x 2500 Stal 12,50 °
100 x 100 5,0 1250 x 2500 Stal 9,40
100 x 100 6,0 1000 x 2000 Stal 8,90 °
100 x 50 5,0 2000 x 3000 Stal 27,40
200x 50 6,0 2000 x 3000 Stal 32,90 °
°
ROSTFRITT STAL
Maskstorlek Trad Format Material Vikt
(c/cmm) (mm) (mm) kg/st
25x 25 3,0 1250 x 2500 1,4301 13,70
30x30 3,0 1000 x 2000 1,4301 7,30
30x30 3,0 1250 x 2500 1,4301 11,60
40 x40 3,0 1000 x 2000 1,4301 5,40
40 x40 3,0 1250 x 2500 1,4301 8,70
40 x40 4,0 1000 x 2000 1,4301 9,60
50x 50 3,0 1000 x 2000 1,4301 6,60
50 x 50 4,0 1000 x 2000 1,4301 7,90
50x 50 4,0 1250 x 2500 1,4301 12,30
50x 50 5,0 1000 x 2000 1,4301 12,30

16 www.spgmetall.se Mot bestallning kan dven andra kvaliteter och utféranden tillverkas.



